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Intel Corporation, 5200 NE Elam Young Parkway
Hillsboro, OR  97124-6497
DATE:
April 30, 2004
PRODUCT:
Bonanza Standard BIOS
P24-0100 (P24, build 0100)

About This Release:

April 30, 2004

BZ87510A.86A.0100.P24.0404301129

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change to P24-0100.
B38-0099 (B38, build 0099)

About This Release:

April 29, 2004

BZ87510A.86A.0099.B38.0404282332

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Fixed issue where Celeron Badge was not displayed with Prescott Celeron CPU's.
· Added fixes for BEL test VM86 I15MFG issue.
B37-0098 (B37, build 0098)

About This Release:

April 28, 2004

BZ87510A.86A.0098.B37.0404272255

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Fixed issue where board hang while using OEM Splash logo, and a Prescott CPU. (897315)
· Added new Prescott Microcode.
· Added Russian, Korean, Simplified Chinese language module support.
P23-0097 (P23, build 0097)

About This Release:

March 31, 2004

BZ87510A.86A.0097.P23.0403310944

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Promote B36 to P23 production release.
B36-0096 (B36, build 0096)

About This Release:

March 30, 2004

BZ87510A.86A.0096.B36.0403301140

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Added USB Disable option in BIOS Setup.
· New Northwood Microcode.
B35-0095 (B35, build 0095)

About This Release:

March 29, 2004

BZ87510A.86A.0095.B35.0403291245

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Fixed issue where system would hang with MFG Jumper installed.
B35-0094 (B35, build 0094)

About This Release:

March 24, 2004

BZ87510A.86A.0094.B35.0403241536

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Updated system security by increasing length of supervisor and user passwords from 7 to 16 characters and moving the storage location of user and supervisor passwords out of system CMOS.
P22-0093 (P22, build 0093)

About This Release:

Feb 24, 2004

BZ87510A.86A.0093.P22.0402241027

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Promote B34 to P22 production release.
B34-0092 (B34, build 0092)

About This Release:

Feb 2, 2004

BZ87510A.86A.0092.B34.0402231718

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Fixed issue where Fast Chip Select (FAT) accidentally disabled with the correct configuration of memory.
P21-0091 (P21, build 0091)

About This Release:

Jan 29, 2004

BZ87510A.86A.0091.P21.0401291113

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Promote B33 to P21 production release.
B33-0090 (B33, build 0090)

About This Release:

Jan 20, 2004

BZ87510A.86A.0090.B33.0401281416

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Updated IDCC with T-Control Support.

· Fixed issue where memory timing values not being displayed correctly in AUTO mode on IDCC Terminal page.

· Updated ETK Version in SMBIOS to 1.01

· Updated ICH5R option ROM to Intel(R) RAID for SATA - v3.5.0.3003.
P20-0089 (P20, build 0089)

About This Release:

Jan 21, 2004

BZ87510A.86A.0089.P20.0401211121

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Promote B32 to P20 production release
B32-0088 (B32, build 0088)

About This Release:

Jan 20, 2004

BZ87510A.86A.0088.B32.0401202102
New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Fixed E7 hang issue at location of comparing BIOS image between BIOS image in FWH and the image copied in RAM buffer during POST
P19-0087 (P19, build 0087)

About This Release:

Jan 14, 2003

BZ87510A.86A.0087.P19.0401141106

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Banner change to P19-0087

B31-0086 (B31, build 0086)

About This Release:

Jan 10, 2003


BZ87510A.86A.0086.B31.0401091523

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Added SMSC Heceta 6 support.

· Added T-Control for newest CPU.

B30-0085 (B30, build 0085)

About This Release:

December 19, 2003


BZ87510A.86A.0085.B30.0401061322

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Added enhancement for newest CPU.

· Fixed issue where system would not complete POST if no video card plugged in and a LAN card present.
· Updated System Configuration Data to production status.
B29-0084 (B29, build 0084)

About This Release:

December 19, 2003


BZ87510A.86A.0084.B29.0312191351

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Added modification to better handle CPU Frequency and Processor VID BIOS setup options. 

· Updated new System Configuration Data

P18-0083 (P18, build 0083)

About This Release:

December 12, 2003

BZ87510A.86A.0083.P18.0312121502

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change to P18-0083
B28-0082 (B28, build 0082)

About This Release:

December 11, 2003


BZ87510A.86A.0082.B28.0312111450

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Added support for Memory Voltage BIOS SETUP question in IDCC. 

· Added support for center spread clock mode detection in IDCC.

· Fixed issue where system would hang at 03h when a FSB400 CPU is used on an ICS952638AF based board.

· Fixed issue where spread turns off when burn-in mode is set to -1% on an ICS952618BF based board.

· Fixed issue where PCI clocks will not turn on if PCI card was plugged in while the board was in S5 state on an ICS952638AF based board.

· Fixed an issue with an OEM manufacturing tool reporting a CMOS checksum error.

· Fixed issue where the Hyper-Threading option does not appear in Intel(r) Integrator Toolkit.

P17-0081 (P17, build 0081)

About This Release:

November 24, 2003

BZ87510A.86A.0081.P17.0311241511

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Rolled up BiM ETK Version to 2.1
· Banner change to P17-0081
B27-0079 (B27, build 0079)

About This Release:

November 22, 2003


BZ87510A.86A.0079.B27.0311220956

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Fix issue where ICS CK409 rev01 clock generator was not programmed correctly.

· Fixed issue where entering "Hardware Monitor screen" in BIOS setup will cause system hang if a Promise FastTrakTX2000 PCI card is in PCI slot 3 and two IDE drives are attached to the controller.

· Fixed issue where system was unable to PXE boot if the 3ware 7506-4 PCI IDE card is installed.

P16-0076 (P16, build 0076)

About This Release:

October 23, 2003


BZ87510A.86A.0076.P16.0310241132

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Banner change.

B24-0075 (B24, build 0075)

About This Release:

October 23, 2003


BZ87510A.86A.0075.B24.0310231803

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Fixed issue where Intel Desktop Control Center (IDCC) would not load.

P15-0074 (P15, build 0074)

About This Release:

October 23, 2003


BZ87510A.86A.0074.P15.0310230946

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Banner change.

B23-0071 (B23, build 0071)

About This Release:

October 22, 2003


BZ87510A.86A.0071.B23.0310221109

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Added support for higher current requirement processor.

· Added new processor support.

· Enhancedment on 2-2-2 DIMM support.

· Fixed an issue where system will not boot to PXE when Nvidia 256 MB AGP Card is present

· Fixed SMDXREF test failure on memory portion when a new type processor is installed. 

B23-0070 (B23, build 0070)

About This Release:

October 14, 2003


BZ87510A.86A.0070.B23.0310140943

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Added support for new processor.

· Fix ECC initialization issue (hang at 08h)

· Fixed issue where system would not log single or multi-bit ECC errors after added BBS-relocation code.

· Fixed issue where loading CMOS defaults outside of BIOS SETUP would reset memory timing override questions to invalid values.

· Added new advanced memory configuration page.

· Fixed intermittent false Memory Timing error that occurs after flash updating a VPD 

· Fixed issue where PCI clock does not turn off when no cards installed

· Change heceta CPU temperature zone defaults as per TME request

B23-0069 (B23, build 0069)

About This Release:

September 30, 2003


BZ87510A.86A.0069.B23.0309301145

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Updated system configuration data

· Added new CPU support.

· Fix Japanese languages translation.

· Added 2-2-2 DIMM support for Bonanza.

· Fixed issue where system would POST hang at AFh & 13h intermittently during AC power cycling.

· Added a workaround to boot from WinXP recovery CD.

· Fixed issue where system would hang at D4h when user enabled the memory timing override (user defined mode)
P14-0068 (P14, build 0068)

About This Release:

September 16, 2003


BZ87510A.86A.0068.P14.0309162312

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Banner change.

B22-0067 (B20, build 0067)

About This Release:

September 15, 2003


BZ87510A.86A.0067.B22.0309151106

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:
· Fixed the Blue Screen of Death issue after a certain amounts of reset from windows.
B20-0050 (B20, build 0050)

About This Release:

September 10, 2003


BZ87510A.86A.0050.B20.0309101034

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:
· Added IDCC Memory Extended Configuration information

· Fixed an issue where system may hang when using an Unlocked Processor and CMOS is corrupt.

· Fixed microcode patch update failure.

· Updated 875 Memory reference code to version 1.4.

· Reclaimed flash space by removing un-needed option ROM.
P13-0049 (P13, build 0049)

About This Release:

September 09, 2003


BZ87510A.86A.0049.P13.0309091038

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Banner change.

B19-0048 (B19, build 0048)

About This Release:

September 05, 2003


BZ87510A.86A.0048.B19.0309051011 

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:
· Added enhancement to flash update algorithm.

· Added IDCC fan locking information.

· Updated language translation for burn-in module.

· Changed display of DDR333 to DDR320 when used with a P4 800FSB Processor.

· Fixed a system hang problem during POST with ATECH Flash USB Flash card reader/writer.

· Fixed an issue where Power Button override when going into S3 caused system to hang on resume.

· Fixed issue where the system would hang after the SpeedStep driver called the BIOS to disable BIOS controlled SpeedStep.

P12-0047 (P12, build 0047)

About This Release:

August 21, 2003


BZ87510A.86A.0047.P12.0308210130

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Banner change.

B18-0046 (B18, build 0046)

About This Release:

August 20, 2003


BZ87510A.86A.0046.B18.0308200904

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:
· Added latest processor support.

· Fixed issue where if IFLASH was performed right after VPD area update will cause system to hangs at POST code 55h. 

· Fix issue where system will POST hang at 00h after setting manufacturing jumper due to VID been cleared to 00h

P11-0045 (P11, build 0045)

About This Release:

August 19, 2003


BZ87510A.86A.0045.P11.0308191517

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Banner change.

B18-0044 (B18, build 0044)

About This Release:

August 19, 2003


BZ87510A.86A.0044.B18.0308181158

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:
· Added Prescott support.

· Added Desktop Control Center (aka ETK) support.

· Added Flash5 Phase 2 support.

· Moved BBS area from VPD block to backup block.

· Fixed issue where the PCI slot information etched on the board does not agree with what is loaded into SMBIOS table.

· Added work-around for IRQ sharing issue with Ghost-7.5 in SATA native mode.

· Compressed the Rex Image to free-up boot block space. Moved Setup Client module to boot block to free-up space for main BIOS.

· Fixed an issue where system may hang when using an Unlocked Processor and CMOS is corrupt.

· Added functionality to flash update the BIOS in runtime using SMI without having to do a reboot to unlock the blocks. Both the methods are now supported and can be invoked from iFlash.

· Fixed an issue of User scan Point (BEL test F-1) was not being executed

· Fixed two potential bugs in boot block code.
P10-0043 (P10, build 0043)

About This Release:

August 15, 2003


BZ87510A.86A.0043.P10.0308151001

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change.

B17-0042 (B17, build 0042)

About This Release:

August 14, 2003


BZ87510A.86A.0042.B17.0308141116

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:
· Updating to baseline 05.

· Fixed a system hang problem during POST with ATECH Flash USB Flash card reader/writer.

· Added support to switch the display mode from the Logo to the BIOS text if an Option ROM for a PCI Mass Storage device is being executed.
P09-0041 (P09, build 0041)

About This Release:

July 22, 2003


BZ87510A.86A.0041.P09.0307221002
New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change.

B16-0040 (B16, build 0040)

About This Release:

July 17, 2003


BZ87510A.86A.0040.B16.0307171344

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Replaced the note displayed under Fan Control Configuration as "The new settings will not take effect until system is completely shut down".

B16-0039 (B16, build 0039)

About This Release:

July 15, 2003


BZ87510A.86A.0039.B16.0307151813

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Enhanced flash update algorithm to fix post code E9 hang issue on manufacturing lines.

· Updated Intel(R) RAID Option ROM to version v3.5.0.2568.

· Intel® 875PE MCH BIOS Specification Update v1.4 & Memory Initialization Reference Code v1.3.

· Updated System Configuration Data. 

· Added error handling, Flash5 failed message during POST, lockdown the blocks

· Updated NWD F29 system configuration data

· Fixed display burn-in mode warning message during POST.

P08-0038 (P08, build 0038)

About This Release:

June 24, 2003


BZ87510A.86A.0038.P08.0306241736
New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change to P08.

B15-0037 (B15, build 0037)

About This Release:

June 20, 2003


BZ87510A.86A.0037.B15.0306201839

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Added the ability to enable center spread via a set up option.

· Fixed the issue where Memtest86 utility hangs when USB legacy support is enabled.

· Fixed issue where Event log fails to clear on a reboot using MPC CMOS utility tool NCMOS.EXE.

P07-0036 (P07, build 0036)

About This Release:

June 17, 2003


BZ87510A.86A.0036.P07.0306170845

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change to P07.

Known Errata:

· None

Notes to Validation:

None
B14-0035 (B14, build 0035)

About This Release:

June 13, 2003


BZ87510A.86A.0035.B14.0306131707

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Display "Processor Fan Speed", "Front Fan Speed", and "Rear Fan Speed" under "Hardware Monitoring" in the "Advanced" screen.  

· Make the "RAID Enable/Disable" option a sub selection of the "Enhanced" SATA RAID selection. This means that RAID will only function in Enhanced Mode.
Known Errata:

· None

Notes to Validation:

None
B13-0034 (B13, build 0034)

About This Release:

May 30, 2003


BZ87510A.86A.0034.B13.0305291539

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Added ASF support

· Added Rapid ECC initialization support to shorten system boot time.

· Added the latest ICH5R RAID OP-ROM V3.5.0.2495.

Known Errata:

· None

Notes to Validation:

None
P07-0033 (P07, build 0033)

About This Release:

May 29, 2003


BZ87510A.86A.0033.P07.0305291423

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change to P07.

Known Errata:

· None

Notes to Validation:

None
B12-0032 (B12, build 0032)

About This Release:

May 27, 2003


BZ87510A.86A.0032.B12.0305270840

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Fixed the issue where ICH5 Century byte makes system hang at post code 20

· Fixed the issue where boot block failed to recovery when BIOS flash update failed

· Added POST error message on a Flash update failure

· Added table for manual IRQ selection from CMOS setup

· Lowered power consumption of Tanacross LAN when system is in S5.

· Added text display capability on JPEG/BMP.

· Added UserBinary / PTK support

· Fixed an issue that caused a delay when booting to a floppy after attempting to boot to a non-bootable CD with two SATA drives attached.

· Fixed issue where Windows XP legacy-to-native IDE runtime mode switching was not functioning.

· Fixed issue where Event log fails to clear on a reboot using MPC CMOS utility tool NCMOS.EXE.

Known Errata:

· None

Notes to Validation:

None

P06-0030 (P06, build 0030)

About This Release:

May 16, 2003


BZ87510A.86A.0030.P06.0305161505

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change to P06.

Known Errata:

· None

Notes to Validation:

None

B10-0029 (B10, build 0029)

About This Release:

May 13, 2003


BZ87510A.86A.0029.B10.0305131615

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

Fixed boot block fault tolerance test failure

Fixed multi-bit ECC error not being displayed in SETUP 


Known Errata:

· None

Notes to Validation:

· None
B10-0028 (B10, build 0028)

About This Release:

May 8, 2003


BZ87510A.86A.0028.B10.0305082316

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

1. Change Hardware Monitoring such that Rear Fan is monitored (okay to swap with Vreg Fan). 

2. New BIOS update sound.

3. Disable ECC Event logging when ECC memory is Not installed. Automaticaly Enable ECC Event Logging when ECC memory is not installed.

4. Fix typo in AGP/PCI Burn-in mode: should say "MHz" not "Mhz" (the "h" should be capitolized)

5. DDR Memory fix for Corsiar DDR 400 6-2-2-2 DIMM issue.

6. Added 875 workaround to fix CKE glitch issue during.

7. Include iflash2 status report in the BIOS

Known Errata:

· None

Notes to Validation:

· None
P05-0026 (P05, build 0026)

About This Release:

April 23, 2003


BZ87510A.86A.0026.P05.0304231448

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change to P05.

Known Errata:

· None

Notes to Validation:

· None
B09-0025 (B09, build 0025)

About This Release:

April 21, 2003


BZ87510A.86A.0025.B09.0304211057

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· For PRESS KIT RELEASE.

· Added in ability to flag spd tolerant dimm correction in setup with a star after the dimm slot description "*".

· Fixed check point C9 hang issue inside GbLAN workaround.

· Fixed ddr333/400 timing mismatches to result in ddr333 mem freq rate at 2.5 cl val instead of ddr266 rate.

· Fixed false memory test post time error message when no failures and when dual channel optimization message needs to appear.

· Fixed the issues with devices changing order in the boot list or being disabled when other devices are removed.

· Added support for Express BIOS Update 2.0.

· Fixed the problem where runtime GPNV Logo enable/disable feature didn't work correctly.

· Fix for the Backup block string being intact when the power fails during the middle of an erase cycle

· Added Photoshop JPEG image support and WinXp sample JPEG image support.

· Fixed issue where when the floppy disabled in Setup the system still booted to the floppy after exiting/escaping the BBS Popup Menu.

· Fixed issue where ABSCMOS not work correctly.

· Fixed SMBIOS Memory Data Test failure.

· Updated with new system configuration data.

Known Errata:

· None

Notes to Validation:

· None
P04-0023 (P04, build 0023)

About This Release:

April 9, 2003


BZ87510A.86A.0023.P04.0304091807

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change to P04.

Known Errata:

· None

Notes to Validation:

· None
B08-0022 (Beta 08, build 0022)

About This Release:

April 9, 2003


BZ87510A.86A.0022.B08.0304041032

New database, flash 5 and flex BIOS

Core Baseline version 01.03.00

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Update to CW mem ref code rev 1.2

· Added temporary workaround for C9h POST hang issue when FSB800 & DDR400 is used. 

Known Errata:

· None

Notes to Validation:

· None
P03-0021 (P03, build 0021)

About This Release:

April 5, 2003


BZ87510A.86A.0021.P03.0304051502

New database, flash 5 and flex BIOS

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change to P03.

Known Errata:

· None

Notes to Validation:

· None
B07-0020 (Beta 07, build 0020)

About This Release:

April 4, 2003


BZ87510A.86A.0020.B07.0304041032

New database, flash 5 and flex BIOS

Core Baseline version 01.03.00

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Added work around for SATA COMINIT failure.

· Added translation for Memory Mode: Single Channel and Dual Channel

· Fixed USB Zip drive emulation type functionality.

· Added the ability to recover from non-bootable CD media (ISO9660 format).

· Fixed issue where the IOI Media Bay device (USB MASS Storage device) locks the system at boot.

· Added workaround for "SATA PIO mode down shift issue".

· Lowered power consumption of Tanacross LAN when system is in S5.
Known Errata:

· None

Notes to Validation:

· None
P02-0019 (Production 02, build 0019)

About This Release:

March 27, 2003


BZ87510A.86A.0019.P02.0303271047

New database, flash 5 and flex BIOS

Core Baseline version 01.03.00

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change to P02.

Known Errata:

· None

Notes to Validation:

· None
B06-0018 (Beta 06, build 0018)

About This Release:

March 25, 2003


BZ87510A.86A.0018.B06.0303251652

New database, flash 5 and flex BIOS

Core Baseline version 01.03.00

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Modified Enhanced Burn-in Mode to have Host/IO and AGP/PCI options exist mutual exclusively. Also, AGP/PCI over-clock is now in linear programming mode.

· Fixed ICH5 related ADC self test failures.

· Cleared the IDE decode enable bit before disabling PATA/SATA

· Fixed ECC event logging failures.

· Removed ASF.

Known Errata:

· None

Notes to Validation:

· None

P01-0017 (Production 01, build 0017)

About This Release:

March 24, 2003


BZ87510A.86A.0017.P01.0303241915

New database, flash 5 and flex BIOS

Core Baseline version 01.03.00

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Banner change to P01.

Known Errata:

· None

Notes to Validation:

· None
B05-0016 (Beta 05, build 0016)

About This Release:

March 20, 2003


BZ87510A.86A.0016.B05.030321335

New database, flash 5 and flex BIOS

Core Baseline version 01.03.00

UNDI 4.1.10

Tanacross UNDI 1.2.10

New Fixes/Features:

· Added Tanacross disabling workaround through SIO. 

· Changing build process to build the right flash5 capsule filename.

· Modification on enhanced burn-in mode:

- Modified enhance burn-in mode to remove 80/40Mhz AGP/PCI support.


- If users enabled burn-in mode, ACPI default will be S1.


- Corrected the M and N value for -2.0% 

· Fixed issue where we incorrectly awakened from S3 without video.

· Added the ability to recover from non-bootable CD media (ISO9660 format).

· Fixed the issue "Failed to boot to USB ZIP drive after SCSI CDROM boot".

Known Errata:

· Over-clocking AGP/PCI to above 72.72Mhz will cause audio issue. 

Notes to Validation:

This BIOS can not be used for FAB-A board. It will hang FAB-A system due to ICS clock generator has been changed.

When test Win98/WinME, please set IDE configuration to be Legacy mode.

FAB-B has Canterwood A2 stepping, ICH5 A2 stepping, and ICS 618AF.

It will take longer time to boot when ECC memory was populated. It is because of ECC memory checking has to be conducted by software.

B03-0012 (Beta 03, build 0012)

About This Release:

March 16, 2003


BZ87510A.86A.0012.B03.0303150925

New database, flash 5 and flex BIOS

UNDI 4.1.08

New Fixes/Features:

· Fixed issue where ADC self test reported failures on Canterwood graphic control register

· Added smmInternal VPD access routines. Changed the bootblock FT test checkpoint from 99h to 0bbh.

· Fixed S3 resume issue when using Bootvis to wake system.

· Added ECC event logging for 875P products and corrected memory reference code.

Notes to Validation:

This BIOS can not be used for FAB-A board. It will hang FAB-A system due to ICS clock generator has been changed.

When test Win98/WinME, please set IDE configuration to be Legacy mode.

FAB-B has Canterwood A2 stepping, ICH5 A2 stepping, and ICS 618AF.

It will take longer time to boot when ECC memory was populated. It is because of ECC memory checking has to be conducted by software.

B02-0011 (Beta 02, build 0011)

About This Release:

March 14, 2003


BZ87510A.86A.0011.B02.0303141328

New database, flash 5 and flex BIOS

UNDI 4.1.08

New Fixes/Features:

· Added Flex/Flash5 BIOS support.

· Enable Bus Parking

· Update memory reference code to rev 1.1.

· Added add-on ROM display feature

· Fixed issue where the IDE drive was not getting correctly programmed when the drive type was set to Auto.

· Fixed S3 resuming issue in Win98 and WinME.

· Added new feature to support WDT during POST-Time.

· Intel(R) RAID for SATA - v3.0.0.2344

· Fixed an issue where BIOS will fail recovery from Floppy if the board has NSC SIO part.

· When BIS is not present, set the DMI struct to type 126 (Inactive). 

· Removed checking of OEM ID in the recovery path. The BIOS can now recover between standard and OEM BIOSes.

· Added JPEG logo support.

· Added workaround for Tanacross enable/disable issue.

· Fixed No "CPU Overheat" message during POST whenever UUT shut down due to CPU overheat.

· Fixed PCI PME# wake failures in WHQL HCT 11.1a Foxfire System tests.

· Added the ability to recover from non-bootable CD media (ISO9660 format).

· Fixed Numlock behavior when only a USB keyboard is installed during POST.

· Removed OOB setup option.

· Added USB 2.0 legacy support and boot to USB flash devices.

· Added Heceta6 S3 support.

· Fixed issue where ITK map file generator tool would create an invalid ITK map file if a BIOS SETUP page was empty.

· Added new feature to detect non-optimal memory configurations with regard to single and dual channel modes of operation.

· Added APM1.2 support.

· Added Windows Device Manager Power Management Tab for Tanacross LAN solution.

· Changed ACPI OEM Revision field for all ACPI tables to contain the BIOS build date as YYYYMMDD.

· Reduced the delay time for USB Initialization in manufacturing mode to meet the new DFT rule.

· Fixed issue where the OEM ID and the OEM Table ID for each ACPI table was not set correctly.

· Added support to dynamically update the SMBIOS Structure for the number of PCI slots according to the SKU.

· Remove Graphics Core Frequency from the Burn-in Mode options in the Advanced Screen since there in no integrated graphics.

· Changed Intel® Soft Raid Support to Soft RAID Support

· Detected RPG skus and changed the ACPI default to S1

· Pull in new PXE OP-ROM and fixed PXE boot issue

· Fixed HT processor logo showed up on unaware OS

· Removed extra Type 4 SMBIOS structure

· Fixed “after power failure” issue in new database

Notes to Validation:

This BIOS can not be used for FAB-A board. It will hang FAB-A system due to ICS clock generator has been changed.

When test Win98/WinME, please set IDE configuration to be Legacy mode.

FAB-B has Canterwood A2 stepping, ICH5 A2 stepping, and ICS 618AF.

It will take longer time to boot when ECC memory was populated. It is because of ECC memory checking has to be conducted by software.

B01-0009 (Beta 01, build 0009)

About This Release:

February 21, 2003


Z87510A.86A.0009.B01.0302212254

Core Baseline version 01.03.00

UNDI 4.1.08

New Fixes/Features:

· It has Canterwood MRC 1.0.

· Fixed WHQL unreported memory/IO port.

· Fixed duplicated device string reported in BBS.

· Fixed standby time out issue in MFG mode.

· Took out EE beep in memory initialization to speed up S3 resume time and Rapid BIOS boot.

· Fixed power button issue when remote locked out was occurred.

· Fixed system hung issue when user flash was conducted.

· ACPI/PCI interrupt routing test failure was due to test limitation.

· Burn-in mode support has been enhanced.

· Fixed LDCM invalid DMI information and made DMI match silk screen on DIMM slots

· Removed AC loss failure option in APM mode.

· Fixed ITKMAP failure during release process.

Notes to Validation:

This release complies with the BIOS milestone schedule, revision 0.95.

This BIOS can not be used for FAB-A board. It will hang FAB-A system due to ICS clock generator has been changed.

When test Win98/WinME, please set IDE configuration to be Legacy mode.

FAB-B has Canterwood A2 stepping, ICH5 A2 stepping, and ICS 618AF.

It will take longer time to boot when ECC memory was populated. It is because of ECC memory checking has to be conducted by software.

B00-0003 (Beta 00, build 0003)

About This Release:


January 28 2003


BZ87510A.86A.0003.B00.0301271152


Core Baseline version 01.02.00

· UNDI 4.1.08

New Fixes/Features:

· Enabled/Disabled SATA ports in S3 resume path.

· Added APM support

· Added burn-in mode support

· Corrections on silk screen for the PCI slots

· Removed 4MB and 32MB UMA size setup option

· Update from AMI Core 08.00.07 to 08.00.08.

Notes to Validation:

This release complies with the BIOS milestone schedule, revision 0.95

A00-0001 (Alpha 00, build 0001)

About This Release:


January 7, 2003


BZ87510A.86A.0001.A00.0301060217


Core Baseline version 01.02.00


UNDI 4.1.08

New Fixes/Features:

Initial release based on Chelan RVP.
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